Cooling Tower

Systems

LOW NOISE TYPE( T2 )

Cooling Tower Systems T-2 is specially
designed counter flow with Low Noise Motor, Low
Noise Fan, Drip Eliminator and 7-10 dB lower

MEMBER

than Standard Tower. The compact design suited
for Air-Conditioning application.




GENERAL DESCRIPTION, FEATURES

—> Air
= Water

(@ Low Noise Motor

Low speed motor is used to reduce noise.

@ Quiet Operation Fan

Unique low noise fan is developed to save on power consumption and
to assure quiet operation. Model  T-2 | feature reinforced
plastic fan and from LBC-40LN & upwards feature aluminum alloy fan.

(3@ Self-Rotating Sprinkler

A highly efficient rotating sprinkler head system (3 with PVC sprinkler
pipe () is self-rotating at low pumping head. Sprinkler head for Model

T-2  LNreinforced plastic is used and from Mode T-2 LN
& upwards the aluminium alloy is incorporated.

(® PV.C. Stand Pipe

STANDARD MATERIALS

Model T-2 3 10 30 40 60 70 150 250 400 600 1000
Fan Motor | E Class Insulation 220V/346V/380V/415V 50/60HZ (others available)l
Fan Drive | Low Noise Motor V-Belt Speed Reducer |
Fan Blade | Reinforced Plastic [ Aluminum Alioy }
Casing [ Fiber Glass Reinforced Polyester Resin (FRP) ‘
Eliminator ~ [Not Fitted | P.V.C/FRP ]
Sprinkler Head |Rainfamad Plastic | Aluminum Alloy J
Filling | Corrugated & Embossed PVC R-Packing |
Inlet Louver I P.V.C. Banmesh Louver }
Float Valve | Single Valve ‘
Ladder [Not Fitted Hot. Dip Galvanized Steel |
Sump [Not Fitted | FrRP }
Frame Ass'y  [NotFitted | Dip Galvanized Steel |
Drip Eliminator | Nylon MAT }
2:;2:;:91 [Not Fitted | e |
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The motorframe () and frameass'y @ T-2 & Upward s hot
dip galvanized after fabrication for carrosion resistance.

(13 FRP Water Sump

From T-2  &upwards allof fittings are on the water sump which
is simply installation & pipping cost saving.

V-Belt Speed Reducer

Model T-2  &upwards V-Bell Reducer is used, and feature a unique
V-Belt drive lo avoid excessive noise.
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